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M �Compatible with environments where 
powder particles of 20 to 50 µm in diameter, 
such as ceramic powder, toner powder, 
paper powder, metal powder (excluding 
welding spatter), etc., are present

Dust Resistant Air Slide Table
Ø 6, Ø 8, Ø 12, Ø 16, Ø 20, Ø 25

M �4 times more durable than the standard model
Comparison with the standard model

∗  �The durability test was conducted in accordance with SMC test 
conditions.

0 1 2 3 4 5

Lube-retainer q

Lube-retainer w

Guide unit

Lube-retainers

¡�Dimensions and workpiece mounting 
dimensions are interchangeable with 
the standard product.

∗  �Refer to the precautions on page 2 for 
measures to prevent dust from 
entering the product when mounting 
a workpiece and for the max. screw-in 
depth of the end plate. For further 
details, refer to the catalogue on 
www.smc.eu.

High Durability Series

High Durability Series is the series name 
for the “special specification” that offers 
superior durability and environmental 
resistance compared to standard products.

High Durability Series

Lube-retainer q
Strengthened sealing of both guide block end surfaces 
prevents powder and foreign matter from entering from 
the top surface

Lube-retainer w
Prevents powder and foreign 
matter from entering from the 
side surfaces

¡�Lube-retainers are installed on the guide unit and rod cover. 
This prevents the entry of dust and foreign matter.

Rod cover

Dust resistant
cylinder

MXQ-XC4A

Existing model
MXQ Series

Durability (Life)

4 times
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Type Bore size 
[mm]

Standard stroke [mm]
Adjuster option

Made to OrderRubber 
stopper

Metal 
stopper

Standard

Symmetric

Variations

· Anti-corrosive guide unit (-X42)

· �Long adjustment bolt  
(10 mm longer adjustment range) 
(-X11)

· �Long adjustment bolt  
(20 mm longer adjustment range) 
(-X12)
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— None

-X11 Long adjustment bolt
(10 mm longer adjustment range)

-X12 Long adjustment bolt
(20 mm longer adjustment range)

-X42 Anti-corrosive guide unit

-X42A Anti-corrosive guide unit + Long adjustment 
bolt (10 mm longer adjustment range)

-X42B Anti-corrosive guide unit + Long adjustment 
bolt (20 mm longer adjustment range)

Dust resistant cylinder specifications

How to Order

Dust Resistant Cylinder

MXQ-XC4A
Ø 6, Ø 8, Ø 12, Ø 16, Ø 20, Ø 25

High Durability Series

Applicable Auto Switches/Refer to the catalogue on www.smc.eu for further information on auto switches.

*  Lead wire length symbols: 0.5 m ·········	—	 (Example) M9NW
1 m ··········	M	 (Example) M9NWM

3 m ··········	 L	 (Example) M9NWL
5 m ··········	 Z	 (Example) M9NWZ

*1  Water-resistant type auto switches can be mounted on the above models, but SMC cannot guarantee water resistance.
*2  The load voltage used is 24 VDC.

*  �Solid state auto switches marked with a 
“v” are produced upon receipt of order.

*  Since there are applicable auto switches other than those listed above, refer to the catalogue on www.smc.eu for details.
*  For details on auto switches with pre-wired connectors, refer to the catalogue on www.smc.eu.
*  Auto switches are shipped together with the product but do not come assembled.

Type Special function Electrical
entry

Ind
ica

tor
 lig

ht

Wiring
 (Output)

Load voltage Auto switch model Lead wire length [m]
Pre-wired
connector

Applicable
loadDC AC Perpendicular In-line 0.5

(—)
1

(M)
3

(L)
5

(Z)

So
lid

 s
ta

te
 s

w
itc

h —

Grommet Ye
s

3-wire (NPN) 

24 V

5 V, 12 V

—

M9NV M9N V V V v v IC circuit

Relay, 
PLC

3-wire (PNP) M9PV M9P V V V v v
2-wire 12 V M9BV M9B V V V v v —

Diagnostic indication
(2-colour indicator)

3-wire (NPN) 5 V, 12 V M9NWV M9NW V V V v v IC circuit3-wire (PNP) M9PWV M9PW V V V v v
2-wire 12 V M9BWV M9BW V V V v v —

Water resistant
(2-colour indicator)

3-wire (NPN) 5 V, 12 V M9NAV*1 M9NA*1 v v V v v IC circuit3-wire (PNP) M9PAV*1 M9PA*1 v v V v v
2-wire 12 V M9BAV*1 M9BA*1 v v V v v —

Re
ed

 sw
itc

h

— Grommet Ye
s 3-wire

(NPN equivalent) — 5 V — A96V A96 V V V V v IC circuit —

2-wire 24 V 12 V 100 V A93V A93 V V V V v*2 — Relay, 
PLCNo 100 V or less A90V A90 V V V V v*2 IC circuit

r Adjuster options 

— Without adjuster
AS Extension end rubber stopper
AT Retraction end rubber stopper
A Rubber stopper on both ends

CS Extension end metal stopper
CT Retraction end metal stopper
C Metal stopper on both ends

ASCT Extension end rubber stopper + Retraction end metal stopper
CSAT Extension end metal stopper + Retraction end rubber stopper

Refer to Table 1

u �Number of auto switches
— 2
S 1
n n

y Auto switch

∗  �For applicable auto switch models, refer to 
the table below.

— Without auto switch (Built-in magnet)

w Symmetric type
— Standard type
L Symmetric type

t Functional option

— Standard type
P Axial piping type

Refer to Table 1

q Bore size/e Stroke [mm]
Bore size Stroke 

6 6 mm 10, 20, 30, 40, 50
8 8 mm 10, 20, 30, 40, 50, 75

12 12 mm 10, 20, 30, 40, 50, 75, 100
16 16 mm 10, 20, 30, 40, 50, 75, 100, 125
20 20 mm 10, 20, 30, 40, 50, 75, 100, 125, 150
25 25 mm 10, 20, 30, 40, 50, 75, 100, 125, 150

q w e r t y u i

MXQ 12 50 AS M9BW XC4A

i Made to order  Refer to Table 1

*  �The “-X12” and “-X42B” are not available for Ø 6.
*  The “-X12” and “-X42B” are not available for Ø 6.

tFunctional option — P
iMade to order — X11 X12 X42 X42A X42B — X11 X12 X42 X42A X42B

r
 A

dj
us

te
r o

pt
io

n 
ty

pe

— v — v — v — v —
AS v v v v v v v v v v v v

AT v v v v v v —
A v v v v v v —

CS v v v v v v v v v v v v

CT v v v v v v —
C v v v v v v —

ASCT v v v v v v —
CSAT v v v v v v —

Table 1  �Adjuster options/Functional option/Made-to-order combinations

1



Caution
1. �When mounting the body or a workpiece, be sure 

to seal all holes on the table with tape, bolts, etc. If 
there are any unsealed holes, dust may enter the 
guide unit, resulting in a reduced service life.

2. �When mounting the body, be sure to use all 
mounting holes on the bottom of the body so that 
they are not exposed. If there are any unused 
holes, dust may enter the guide unit, resulting in a 
reduced service life.

Specifications

∗1  �Average operating speed: The speed when the stroke is divided by the time it takes to 
operate the stroke from start to end

Bore size [mm] 6 8 12 16 20 25
Piping port size M5 x 0.8 Rc1/8
Fluid Air
Action Double acting
Operating pressure 0.3 to 0.7 MPa 0.15 to 0.7 MPa
Proof pressure 1.05 MPa
Ambient and fluid temperatures −10 to 60 °C
Operating speed range
(Average operating speed)∗1 50 to 200 mm/s

Applicable powder particle size 20 to 50 µm
Lubrication Non-lube
Stroke length tolerance +1

   0 mm

Operating Precautions

3. �The workpiece mounting position of the end plate 
is the same as that of the standard product, but 
note that the max. screw-in depth (“L” dimension) 
will change.

L

Model Bolt

Max. 
tightening 

torque
[N·m]

Max.  
screw-in 

depth  
[Lmm]

Ref.) Max. 
screw-in depth of 
standard product 

[Lmm]

MXQ  6(L) M3 x 0.5 0.9 3.5 4.5
MXQ  8(L) M4 x 0.7 2.1 4.5 5.5
MXQ12(L) M5 x 0.8 4.4 6.5 7.5
MXQ16(L) M6 x 1 7.4 8.5 9.5
MXQ20(L) M6 x 1 7.4 11.5 12.5
MXQ25(L) M8 x 1.25 18.0 13.5 14.5

2

Dust Resistant Cylinder  MXQ-XC4A
High Durability Series

Mounting holes

(Table top)

(Body bottom)

Front mounting

Positioning holes

Holes for securing  
the product

Workpiece 
mounting holes



These safety instructions are intended to prevent hazardous situations and/or equipment 
damage. These instructions indicate the level of potential hazard with the labels of 
“Caution,” “Warning” or “Danger.” They are all important notes for safety and must be 
followed in addition to International Standards (ISO/IEC) 1), and other safety regulations. 

1) �ISO 4414: �Pneumatic fluid power – General rules and safety requirements 
for systems and their components.

ISO 4413: �Hydraulic fluid power – General rules and safety requirements 
for systems and their components.

IEC 60204-1: �Safety of machinery – Electrical equipment of machines. 
(Part 1: General requirements)

ISO 10218-1: �Robots and robotic devices - Safety requirements for 
industrial robots - Part 1: Robots.

etc. 

Safety Instructions

Danger: Danger indicates a hazard with a high level of risk which, 
if not avoided, will result in death or serious injury.

Warning:
Warning indicates a hazard with a medium level of risk 
which, if not avoided, could result in death or serious 
injury.

Caution: Caution indicates a hazard with a low level of risk which, 
if not avoided, could result in minor or moderate injury.

  Caution
SMC develops, designs, and manufactures products to 
be used for automatic control equipment, and provides 
them for peaceful use in manufacturing industries. 
Use in non-manufacturing industries is not allowed.
Products SMC manufactures and sells cannot be used for the 
purpose of transactions or certification specified in the 
Measurement Act of each country.
The new Measurement Act prohibits use of any unit other than 
SI units in Japan.

Limited warranty and 
Disclaimer/�Compliance 
Requirements
The product used is subject to the following “Limited warranty 
and Disclaimer” and “Compliance Requirements”.�Read and 
accept them before using the product.

Limited warranty and Disclaimer
1. �The warranty period of the product is 1 year in service or 1.5 

years after the product is delivered, whichever is first. 2)� Also, 
the product may have specified durability, running distance or 
replacement parts. Please consult your nearest sales branch.

2. �For any failure or damage reported within the warranty period 
which is clearly our responsibility, a replacement product or 
necessary parts will be provided. �This limited warranty applies 
only to our product independently, and not to any other 
damage incurred due to the failure of the product.

3. �Prior to using SMC products, please read and understand the 
warranty terms and disclaimers noted in the specified catalogue 
for the particular products.

2) �Suction cups (Vacuum pads) are excluded from this 1 year 
warranty. 
A suction cup (vacuum pad) is a consumable part, so it is warranted 
for a year after it is delivered. �Also, even within the warranty period, 
the wear of a product due to the use of the suction cup (vacuum pad) 
or failure due to the deterioration of rubber material are not allowed by 
the limited warranty.

Compliance Requirements
1. �The use of SMC products with production equipment for the 

manufacture of weapons of mass destruction (WMD) or any 
other weapon is strictly prohibited.

2. �The exports of SMC products or technology from one country 
to another are governed by the relevant security laws and 
regulations of the countries involved in the transaction. Prior to 
the shipment of a SMC product to another country, assure that 
all local rules governing that export are known and followed.

Safety Instructions Be sure to read the “Handling Precautions for SMC Products” (M-E03-3) and “Operation 
Manual” before use.

  Warning
1. �The compatibility of the product is the responsibility of the person 

who designs the equipment or decides its specifications.
Since the product specified here is used under various operating conditions, 
its compatibility with specific equipment must be decided by the person who 
designs the equipment or decides its specifications based on necessary 
analysis and test results. The expected performance and safety assurance of 
the equipment will be the responsibility of the person who has determined its 
compatibility with the product. This person should also continuously review all 
specifications of the product referring to its latest catalogue information, with 
a view to giving due consideration to any possibility of equipment failure when 
configuring the equipment.

2. �Only personnel with appropriate training should operate machinery 
and equipment.
The product specified here may become unsafe if handled incorrectly. The 
assembly, operation and maintenance of machines or equipment including 
our products must be performed by an operator who is appropriately trained 
and experienced.

3. �Do not service or attempt to remove product and machinery/
equipment until safety is confirmed.
1. �The inspection and maintenance of machinery/equipment should only be 

performed after measures to prevent falling or runaway of the driven 
objects have been confirmed. 

2. �When the product is to be removed, confirm that the safety measures as 
mentioned above are implemented and the power from any appropriate 
source is cut, and read and understand the specific product precautions of 
all relevant products carefully.

3. �Before machinery/equipment is restarted, take measures to prevent 
unexpected operation and malfunction.

4. �SMC products cannot be used beyond their specifications. 
They are not developed, designed, and manufactured to be used 
under the following conditions or environments. 
Use under such conditions or environments is not allowed.
1. �Conditions and environments outside of the given specifications, or use 

outdoors or in a place exposed to direct sunlight.
2. �Use for nuclear power, railways, aviation, space equipment, ships, vehicles, 

military application, equipment affecting human life, body, and property, 
combustion equipment, entertainment equipment, emergency shut-off 
circuits, press clutches, brake circuits, safety equipment, etc., and use for 
applications that do not conform to standard specifications such as 
catalogues and operation manuals.

3. �Use for interlock circuits, except for use with double interlock such as 
installing a mechanical protection function in case of failure. Please 
periodically inspect the product to confirm that the product is operating 
properly.



Specifications are subject to change without prior notice and any obligation on the part of the manufacturer
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