
Pivot bracket (Head side pivot): NCMC

Pivot bracket (End mount): NCME

Mounting Bracket Accessory

NCM-PC075

NCM-PC150
3/4", 7/8", 1 1/16", 1 1/4"

1 1/2"

0.75

1

Part no. Applicable bore A
0.18

0.25

B
0.27

0.27

C
0.27

0.27

D
0.44

0.62

E
0.79

0.98

F
0.44

0.62

G
0.79

0.98

H
1.101

0.50

J
0.12

0.12

K
0.88

1.38

L
1.18

1.75

M
0.31

0.38

N
0.255

0.38

øP

(in)

NCM-PE075

NCM-PE125

NCG-PC050

3/4", 7/8" 1 1/16"

1 1/4", 1 1/2"

2"

1.25

1.38

2.12

Part no. Applicable bore A
1.95

2.08

3.00

B
0.35

0.35

0.44

C
0.38

0.50

0.75

D
0.27

0.27

0.27

øE
0.25

0.25

0.38

F
0.12

0.12

0.24

G
1.18

1.18

1.75

H
0.88

0.88

1.38

J
0.75

0.75

1.00

K
1.10

1.10

1.50

L
0.18

0.18

0.25

M
0.31

0.31

0.37

N

(in)

Mounting nut (Nose mount thread)

JM-08

JM-10

JM-14

3/4", 7/8" 1 1/16"

1 1/4", 1 1/2"

2"

0.94

1.12

1.61

Part no. Applicable bore A
1.08

1.30

1.86

B
0.38

0.42

0.43

C
5/8-18 UNF

3/4-16 UNF

1 1/4 -12 UNF

D

(in)

P dia.

øE slot

F
 p

in
 d

ia
.

Material: Carbon steel

Material: Rolled steel

Material: Rolled steel
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Series NCM

CJ1

CJP

CJ2

CM2

CG1

MB

MB1

CA2

CS1

C76

C85

C95

CP95

NCM

NCA

D-

-X

20-

Data


