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 Have been evaluated by UL in accordance with the 
component requirements in the Standard(s) indicated on 
this Certificate. UL Recognized components are incomplete 
in certain constructional features or restricted in 
performance capabilities and are intended for installation in 
complete equipment submitted for investigation to UL LLC. 
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements 
 

  

Model Category Description 
10-SJ, followed by 3, followed by A6, with or without T, 
with or without N, followed by 5 or 6, with or without N, 

followed by C, F, M, MN or MO, followed by U or Z, with 
or without J, with or without D, with or without D, with or 

without P. 

General-purpose valve 

10-SS3J, followed by 3, followed by V, followed by 60, 
followed by 01 through 20, followed by B, D, M, or U, 
with or without B or L, with or without 2 through 20. 

General-purpose valve 

10-SS5J, followed by 2 or 3, with or without M, followed 
by 60, with or without L, followed by F, P, PG, J or PH, 

followed by D followed by 1 or 2, followed by 01 through 
24, followed by B, D, M, or U, with or without R, RS, or 
S, with or without B or L, with or without 2 through 24. 

General-purpose valve 

KJ, followed by H, L, or W, followed by 01 through 07, 
followed by C1 or C2. 

General-purpose valve 

SJ, followed by 3, followed by A6, with or without T, with 
or without N, followed by 5 or 6, with or without N, 

followed by C, F, M, MN or MO, followed by U or Z, with 
or without J, with or without D, with or without D, with or 

without P. 

General-purpose valve 

SJ or 10-SJ, followed by 2 or 3, followed by 1, 2, 3, 4, 5, 
A, B or C, followed by 60, with or without R, with or 

without E, K or P, with or without T, with or without N, 
followed by 5 or 6, with or without N, followed by C, F, M, 
MN or MO, followed by U or Z, with or without J, with or 
without D or F, followed by B2, B4, B6, BN1, BN3, BN7, 
C0, C2, C4, C6, L2, L4, L6, LN1, LN3, LN7, M3, M5, N1, 

N3 or N7, with or without D. 

General-purpose valve 

SS3J, followed by 3, followed by V, followed by 60, 
followed by 01 through 20, followed by B, D, M, or U, 
with or without B or L, with or without 2 through 20. 

General-purpose valve 

SS3J or, 10-SS3J, followed by 3, followed by V, followed 
by 60S6B, with or without N, followed by D, followed by 
01 through 08, followed by B, D, M, or U, with or without 

B or L, with or without 2 through 08. 

General-purpose valve 

SS3J or 10-SS3J, , followed by 3, followed by V, 
followed by 60, followed by G, followed by D, followed by 
01 through 08, followed by B, D, M, or U, with or without 

B or L, with or without 2 through 8. 

General-purpose valve 
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SS3J or 10-SS3J,, followed by 3, followed by V, followed 
by 60, with or without L, followed by F, P, PG, J, or PH, 

followed by D, followed by 1 or 2, followed by 01 through 
12, followed by B, D, M, or U, with or without B or L, with 

or without 2 through 12. 

General-purpose valve 

SS3J or 10-SS3J, followed by 3, , followed by V, 
followed by 60S, followed by 0, Q, Q1, Q2, Q3, V, or V2, 

with or without A, with or without N, with or without D, 
followed by 01 through 16, followed by B, D, M, or U, 
with or without B or L, with or without 2 through 16. 

General-purpose valve 

SS5J, followed by 2 or 3, with or without M, followed by 
60, with or without L, followed by F, P, PG, J or PH, 

followed by D followed by 1 or 2, followed by 01 through 
24, followed by B, D, M, or U, with or without R, RS, or 
S, with or without B or L, with or without 2 through 24. 

General-purpose valve 

SS5J or, 10-SS5J, followed by 2 or 3, with or without M, 
followed by 60S6B, with or without N, followed by D, 
followed by 01 through 16, followed by B, D, M, or U, 

with or without R, RS, or S, with or without B or L, with or 
without 2 through 16. 

General-purpose valve 

SS5J or 10-SS5J, followed by 2 or 3, with or without M, 
followed by 60, followed by G, followed by D, followed by 
01 through 16, followed by B, D, M, or U, with or without 

R, RS, or S, with or without B or L, with or without 2 
through 16. 

General-purpose valve 

SS5J or 10-SS5J, , followed by 2 or 3, with or without M, 
followed by 60, followed by 01 through 20, followed by B, 
D, M, or U, with or without R, RS, or S, with or without B 

or L, with or without 2 through 20. 

General-purpose valve 

SS5J or 10-SS5J,, followed by 2 or 3, with or without M, 
followed by 60S, followed by 0, Q, Q1, Q2, Q3, V or V2, 

with or without A, with or without N, with or without D, 
followed by 01 through 32, followed by B, D, M, or U, 

with or without R, RS, or S, with or without B or L, with or 
without 2 through 32. 

General-purpose valve 
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