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CM2-Z series
Air cylinder
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FEATURE: Improved auto-switch mounting: 
•Number of required elements reduced from four to three elements. 
•Fine adjustment of the auto-switch position can be done by just loosening one screw.
•Transparent bracket improves visibility of the auto-switch status.
CUSTOMER BENEFIT: Reduced assembly and maintenance costs.

CM2-ZOld CM2

3
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Auto-switch 
bracket

Fine adjustment

Auto-switch screw

LED

FEATURE: Female rod end thread is now available as standard.
CUSTOMER BENEFIT: Easier order process and shorter delivery time for a 
space saving option.
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Standard and made-to-order options
CM2-Z Option Rubber 

bumper Air cushion

XA ● ●
XB6 ● ●
XB7 ●
XB9 ●
XC3 ● ●
XC4 ● ●
XC5 ● ●
XC6 ● ●
XC8 ● ●
XC9 ● ●
XC10 ●
XC11 ● ●
XC12 ●
XC13 ● ●
XC20 ● ●
XC22 ● ●
XC25 ●
XC27 ● ●
XC29 ● ●
XC35 ●
XC38 ●
XC52 ● ●
XC85 ● ●
X446 ● ●

CM2-Z Option Rubber 
bumper Air cushion

Standard ● ●
Non-rotating rod ● ●
Double rod ● ●
With rod boot ● ●
Single acting ●
Air-hydro ●
Direct mount ● ●
Clean series ● ●
Copper-free ● ●
Water resistant ● ●
Low speed ●

● Released


Hoja1

		CM2-Z Option		Rubber bumper		Air cushion

		Standard		●		○				●		Released in June'12

		Non-rotating rod		○		○				○		Released in April'13

		Double rod		○		○

		With rod boot		○		○

		Single acting		○

		Air-hydro		○

		Direct mount		○

		Clean series		○		○

		Copper-free		○		○

		Water resistant		○		○

		Smooth type		○

		Low speed		○

		Built-in speed controller		x

		CM2-Z Option		Rubber bumper		Air cushion

		XA		●		●

		XB6		●		●

		XB7		●

		XB9		●

		XC3		●		●

		XC4		●		●

		XC5		●		●

		XC6		●		●

		XC8		●		●

		XC9		●		●

		XC10		●

		XC11		●		●

		XC12		●

		XC13		●		●

		XC20		●		●

		XC22		●		●

		XC25		●

		XC27		●		●

		XC29		●		●

		XC35		●

		XC38		●

		XC52		●		●

		XC85		●		●

		X446		●		●





Hoja3

		






Hoja1

		CM2-Z Option		Rubber bumper		Air cushion

		Standard		●		●				●		Released in June'12

		Non-rotating rod		●		●				○		Released in April'13

		Double rod		●		●

		With rod boot		●		●

		Single acting		●

		Air-hydro		●

		Direct mount		●		●

		Clean series		●		●

		Copper-free		●		●

		Water resistant		●		●

		Low speed		●

		XA		○

		XB6		○

		XB7		○

		XB9		○

		XB12		●

		XC3		●

		XC4		○		○

		XC5		○

		XC6		○		○

		XC8		○		○

		XC9		○

		XC10		○

		XC11		○		○

		XC12		○

		XC13		○

		XC20		●

		XC22		○

		XC25		○

		XC27		○

		XC29		○

		XC30		○

		XC35		○

		XC52		●

		XC58		●

		XC59		●

		XC85		●

		X446		●





Hoja3

		Specification		Old CM2		CM2-Z		Remarks						WA [mm]

		[Basic type]      With rubber bumper         With air cushion		PDU-8Z		CM20Z-PS						Bore size		Old CM2		CM2-Z

				PDU-10Z		CM25Z-PS						20		13		12

				PDU-12LZ		CM32Z-PS		Not interchangeable				25		13		12

				PDU-14LZ		CM40Z-PS		Not interchangeable				32		13		11

		Air-hydro type		HDU-8		CM2H20-PS						40		16		16

				HDU-10		CM2H25-PS

				HDU-12L		CM2H32-PS

				HDU-14		CM2H40-PS

		[Non-rotating type]      With rubber bumper         With air cushion		PDR-8W		CM2K20-PS

				PDR-10W		CM2K25-PS

				PDR-12W		CM2K32-PS

				PDR-14W		CM2K40-PS

		Heat resistant type		DRP-8F		CM220-XB6-PS

				DRP-10F		CM225-XB6-PS

				DRP-12LF		CM232-XB6-PS

				DRP-14LF		CM240-XB6-PS





Hoja2

		Series		Bore Size		D-M9#				D-A9#				D-C7/C8#				D-B5/B6				D-B59W				D-G39A      D-K39A      D-A3#A               D-A44A				D-H7#				D-G5NT

						A		B		A		B		A		B		A		B		A		B		A		B		A		B		A		B

		Old CM2		20		10.5		9.5		6.5		5.5		7		6		1		0		4		3		0.5		0		6		5		2.5		1.5

				25		10.5		9.5		6.5		5.5		7		6		1		0		5		3		0.5		0		6		5		2.5		1.5

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		13		12		7		6		10		9		6.5		5.5		12		11		8.5		7.5

		CM2-Z		20		11		9.5		7		5.5		7.5		6		1.5		0		4		2.5		1		0		6.5		5		3		1.5

				25		10		10		6		6		6.5		6.5		0.5		0.5		3.5		3.5		0		0		5.5		5.5		2		2

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		14		12		8		6		11		9		7.5		5.5		13		11		9.5		7.5





Hoja4

		Series		Bore Size		D-M9#V                      D-A9#V		D-M9#                   D-A9#		D-H7#           D-H7#W         D-H7NF         D-H7BA        D-C7/C8		D-G5NT       D-H7#C      D-B5/B6     D-B59W		D-C73C      D-C80C		D-G39A     D-K39A      D-A3#A		D-A44A

						Hs				Hs		Hs		Hs		Hs		Hs

		Old CM2		20		Not stated in the catalogue		22		22.5		25.5		25		60		69.5

				25				24.5		25		28		27.5		62.5		72

				32				28		28.5		31.5		31		66		75.5

				40				32		32.5		35.5		35		70		79.5

		CM2-Z		20		23.5		22.5		22.5		25.5		25		60		69.5

				25		26		25		25		28		27.5		62.5		72

				32		29.5		28.5		28.5		31.5		31		66		75.5

				40		33.5		32.5		32.5		35.5		35		70		79.5





Hoja5

		Auto-switch		Old CM2								CM2-Z

				20		25		32		40		20		25		32		40

		D-M9#(V)            D-M9#W(V)                     D-A9#(V)		BM2-020   BJ3-1		BM2-025  BJ3-1		BM2-032  BJ3-1		BM2-040  BJ3-1		BM5-020		BM5-025		BM5-032		BM5-040

		D-M9#A(V)		-		-		-		-		BM5-020S		BM5-025S		BM5-032S		BM5-040S

		D-H7#                D-H7#W             D-H7NF              D-H7BA             D-C7/C8             D-C73/C80		BM2-020		BM2-025		BM2-032		BM2-040		BM2-020A		BM2-025A		BM2-032A		BM2-040A

		D-G5NT           D-G5NB             D-G5#/K59         D-G5#W/K59W          D-B5/B6             D-B59W		BA2-020		BA2-025		BA2-032		BA2-040		BA2-020		BA2-025		BA2-032		BA2-040

		D-G39A              D-K39A              D-A3#A               D-A44A		BM3-020		BM3-025		BM3-032		BM3-040		BM3-020		BM3-025		BM3-032		BM3-040






Hoja1

		CM2-Z Option		Rubber bumper		Air cushion

		Standard		●		○				●		Released

		With rod boot		○		○

		Single acting		○

		Air-hydro		○

		Direct mount		○

		Clean series		○		○

		Copper-free		○		○

		Water resistant		○		○

		Smooth type		○

		Low speed		○

		Built-in one-touch fitting		x

		CM2-Z Option		Rubber bumper		Air cushion

		XA		○

		XB6		○

		XB7		○

		XB9		○

		XB12		●

		XC3		●

		XC4		○		○

		XC5		○

		XC6		○		○

		XC8		○		○

		XC9		○

		XC10		○

		XC11		○		○

		XC12		○

		XC13		○

		XC20		●

		XC22		○

		XC25		○

		XC27		○

		XC29		○

		XC30		○

		XC35		○

		XC52		●

		XC58		●

		XC59		●

		XC85		●

		X446		●





Hoja3

		Specification		Old CM2		CM2-Z		Remarks						WA [mm]

		[Basic type]      With rubber bumper         With air cushion		PDU-8Z		CM20Z-PS						Bore size		Old CM2		CM2-Z

				PDU-10Z		CM25Z-PS						20		13		12

				PDU-12LZ		CM32Z-PS		Not interchangeable				25		13		12

				PDU-14LZ		CM40Z-PS		Not interchangeable				32		13		11

		Air-hydro type		HDU-8		CM2H20-PS						40		16		16

				HDU-10		CM2H25-PS

				HDU-12L		CM2H32-PS

				HDU-14		CM2H40-PS

		[Non-rotating type]      With rubber bumper         With air cushion		PDR-8W		CM2K20-PS

				PDR-10W		CM2K25-PS

				PDR-12W		CM2K32-PS

				PDR-14W		CM2K40-PS

		Heat resistant type		DRP-8F		CM220-XB6-PS

				DRP-10F		CM225-XB6-PS

				DRP-12LF		CM232-XB6-PS

				DRP-14LF		CM240-XB6-PS





Hoja2

		Series		Bore Size		D-M9#				D-A9#				D-C7/C8#				D-B5/B6				D-B59W				D-G39A      D-K39A      D-A3#A               D-A44A				D-H7#				D-G5NT

						A		B		A		B		A		B		A		B		A		B		A		B		A		B		A		B

		Old CM2		20		10.5		9.5		6.5		5.5		7		6		1		0		4		3		0.5		0		6		5		2.5		1.5

				25		10.5		9.5		6.5		5.5		7		6		1		0		5		3		0.5		0		6		5		2.5		1.5

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		13		12		7		6		10		9		6.5		5.5		12		11		8.5		7.5

		CM2-Z		20		11		9.5		7		5.5		7.5		6		1.5		0		4		2.5		1		0		6.5		5		3		1.5

				25		10		10		6		6		6.5		6.5		0.5		0.5		3.5		3.5		0		0		5.5		5.5		2		2

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		14		12		8		6		11		9		7.5		5.5		13		11		9.5		7.5





Hoja4

		Series		Bore Size		D-M9#V                      D-A9#V		D-M9#                   D-A9#		D-H7#           D-H7#W         D-H7NF         D-H7BA        D-C7/C8		D-G5NT       D-H7#C      D-B5/B6     D-B59W		D-C73C      D-C80C		D-G39A     D-K39A      D-A3#A		D-A44A

						Hs				Hs		Hs		Hs		Hs		Hs

		Old CM2		20		Not stated in the catalogue		22		22.5		25.5		25		60		69.5

				25				24.5		25		28		27.5		62.5		72

				32				28		28.5		31.5		31		66		75.5

				40				32		32.5		35.5		35		70		79.5

		CM2-Z		20		23.5		22.5		22.5		25.5		25		60		69.5

				25		26		25		25		28		27.5		62.5		72

				32		29.5		28.5		28.5		31.5		31		66		75.5

				40		33.5		32.5		32.5		35.5		35		70		79.5





Hoja5

		Auto-switch		Old CM2								CM2-Z

				20		25		32		40		20		25		32		40

		D-M9#(V)            D-M9#W(V)                     D-A9#(V)		BM2-020   BJ3-1		BM2-025  BJ3-1		BM2-032  BJ3-1		BM2-040  BJ3-1		BM5-020		BM5-025		BM5-032		BM5-040

		D-M9#A(V)		-		-		-		-		BM5-020S		BM5-025S		BM5-032S		BM5-040S

		D-H7#                D-H7#W             D-H7NF              D-H7BA             D-C7/C8             D-C73/C80		BM2-020		BM2-025		BM2-032		BM2-040		BM2-020A		BM2-025A		BM2-032A		BM2-040A

		D-G5NT           D-G5NB             D-G5#/K59         D-G5#W/K59W          D-B5/B6             D-B59W		BA2-020		BA2-025		BA2-032		BA2-040		BA2-020		BA2-025		BA2-032		BA2-040

		D-G39A              D-K39A              D-A3#A               D-A44A		BM3-020		BM3-025		BM3-032		BM3-040		BM3-020		BM3-025		BM3-032		BM3-040
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Other design improvements
Rod seal and seal holder are 
eliminated in the single acting spring 
return

CM2-ZOld CM2

The SMC trademark is printed on the cylinder front cover

The piston crimping method is changed. The rubber bumpers are now attached 
to the cylinder covers, instead of to the piston.

CM2-ZOld CM2
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Dimensional changes

Different dimensions

The location of the cushion needle is changed (air cushion type)

Bore size Old CM2 CM2-Z
20 13 12
25 13 12
32 13 11
40 16 16

WA [mm]

Replacement part: rod seal
Specification Old CM2 CM2-Z Remarks

PDU-8Z CM20Z-PS
PDU-10Z CM25Z-PS
PDU-12LZ CM32Z-PS Not interchangeable
PDU-14LZ CM40Z-PS Not interchangeable

HDU-8 CM2H20-PS
HDU-10 CM2H25-PS
HDU-12L CM2H32-PS
HDU-14 CM2H40-PS
PDR-8W CM2K20-PS
PDR-10W CM2K25-PS
PDR-12W CM2K32-PS
PDR-14W CM2K40-PS
DRP-8F CM220-XB6-PS
DRP-10F CM225-XB6-PS
DRP-12LF CM232-XB6-PS
DRP-14LF CM240-XB6-PS

Heat resistant type

[Basic type]             
With rubber bumper         
With air cushion

Air-hydro type

[Non-rotating type]      
With rubber bumper         
With air cushion


Hoja1

		CM2-Z Option		Rubber bumper		Air cushion

		Standard		●		○				●		Released in June'12

		Non-rotating rod		○		○				○		Released in April'13

		Double rod		○		○

		With rod boot		○		○

		Single acting		○

		Air-hydro		○

		Direct mount		○

		Clean series		○		○

		Copper-free		○		○

		Water resistant		○		○

		Smooth type		○

		Low speed		○

		Built-in speed controller		x

		CM2-Z Option		Rubber bumper		Air cushion

		XA		○

		XB6		○

		XB7		○

		XB9		○

		XB12		●

		XC3		●

		XC4		○		○

		XC5		○

		XC6		○		○

		XC8		○		○

		XC9		○

		XC10		○

		XC11		○		○

		XC12		○

		XC13		○

		XC20		●

		XC22		○

		XC25		○

		XC27		○

		XC29		○

		XC30		○

		XC35		○

		XC52		●

		XC58		●

		XC59		●

		XC85		●

		X446		●





Hoja3

		Specification		Old CM2		CM2-Z		Remarks						WA [mm]

		[Basic type]      With rubber bumper         With air cushion		PDU-8Z		CM20Z-PS						Bore size		Old CM2		CM2-Z

				PDU-10Z		CM25Z-PS						20		13		12

				PDU-12LZ		CM32Z-PS		Not interchangeable				25		13		12

				PDU-14LZ		CM40Z-PS		Not interchangeable				32		13		11

		Air-hydro type		HDU-8		CM2H20-PS						40		16		16

				HDU-10		CM2H25-PS

				HDU-12L		CM2H32-PS

				HDU-14		CM2H40-PS

		[Non-rotating type]      With rubber bumper         With air cushion		PDR-8W		CM2K20-PS

				PDR-10W		CM2K25-PS

				PDR-12W		CM2K32-PS

				PDR-14W		CM2K40-PS

		Heat resistant type		DRP-8F		CM220-XB6-PS

				DRP-10F		CM225-XB6-PS

				DRP-12LF		CM232-XB6-PS

				DRP-14LF		CM240-XB6-PS





Hoja2

		Series		Bore Size		D-M9#				D-A9#				D-C7/C8#				D-B5/B6				D-B59W				D-G39A      D-K39A      D-A3#A               D-A44A				D-H7#				D-G5NT

						A		B		A		B		A		B		A		B		A		B		A		B		A		B		A		B

		Old CM2		20		10.5		9.5		6.5		5.5		7		6		1		0		4		3		0.5		0		6		5		2.5		1.5

				25		10.5		9.5		6.5		5.5		7		6		1		0		5		3		0.5		0		6		5		2.5		1.5

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		13		12		7		6		10		9		6.5		5.5		12		11		8.5		7.5

		CM2-Z		20		11		9.5		7		5.5		7.5		6		1.5		0		4		2.5		1		0		6.5		5		3		1.5

				25		10		10		6		6		6.5		6.5		0.5		0.5		3.5		3.5		0		0		5.5		5.5		2		2

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		14		12		8		6		11		9		7.5		5.5		13		11		9.5		7.5





Hoja4

		Series		Bore Size		D-M9#V                      D-A9#V		D-M9#                   D-A9#		D-H7#           D-H7#W         D-H7NF         D-H7BA        D-C7/C8		D-G5NT       D-H7#C      D-B5/B6     D-B59W		D-C73C      D-C80C		D-G39A     D-K39A      D-A3#A		D-A44A

						Hs				Hs		Hs		Hs		Hs		Hs

		Old CM2		20		Not stated in the catalogue		22		22.5		25.5		25		60		69.5

				25				24.5		25		28		27.5		62.5		72

				32				28		28.5		31.5		31		66		75.5

				40				32		32.5		35.5		35		70		79.5

		CM2-Z		20		23.5		22.5		22.5		25.5		25		60		69.5

				25		26		25		25		28		27.5		62.5		72

				32		29.5		28.5		28.5		31.5		31		66		75.5

				40		33.5		32.5		32.5		35.5		35		70		79.5






Hoja1

		CM2-Z Option		Rubber bumper		Air cushion

		Standard		●		○				●		Released in June'12

		Non-rotating rod		○		○				○		Released in April'13

		Double rod		○		○				x		Not released as CM2-Z yet

		With rod boot		○		○

		Single acting		○

		Air-hydro		○

		Direct mount		○

		Clean series		○		○

		Copper-free		○		○

		Water resistant		○		○

		Smooth type		○

		Low speed		○

		Built-in one-touch fitting		x

		CM2-Z Option		Rubber bumper		Air cushion

		XA		○

		XB6		○

		XB7		○

		XB9		○

		XB12		●

		XC3		●

		XC4		○		○

		XC5		○

		XC6		○		○

		XC8		○		○

		XC9		○

		XC10		○

		XC11		○		○

		XC12		○

		XC13		○

		XC20		●

		XC22		○

		XC25		○

		XC27		○

		XC29		○

		XC30		○

		XC35		○

		XC52		●

		XC58		●

		XC59		●

		XC85		●

		X446		●





Hoja3

		Specification		Old CM2		CM2-Z		Remarks						WA [mm]

		[Basic type]             With rubber bumper         With air cushion		PDU-8Z		CM20Z-PS						Bore size		Old CM2		CM2-Z

				PDU-10Z		CM25Z-PS						20		13		12

				PDU-12LZ		CM32Z-PS		Not interchangeable				25		13		12

				PDU-14LZ		CM40Z-PS		Not interchangeable				32		13		11

		Air-hydro type		HDU-8		CM2H20-PS						40		16		16

				HDU-10		CM2H25-PS

				HDU-12L		CM2H32-PS

				HDU-14		CM2H40-PS

		[Non-rotating type]      With rubber bumper         With air cushion		PDR-8W		CM2K20-PS

				PDR-10W		CM2K25-PS

				PDR-12W		CM2K32-PS

				PDR-14W		CM2K40-PS

		Heat resistant type		DRP-8F		CM220-XB6-PS

				DRP-10F		CM225-XB6-PS

				DRP-12LF		CM232-XB6-PS

				DRP-14LF		CM240-XB6-PS





Hoja2

		Series		Bore Size		D-M9#				D-A9#				D-C7/C8#				D-B5/B6				D-B59W				D-G39A      D-K39A      D-A3#A               D-A44A				D-H7#				D-G5NT

						A		B		A		B		A		B		A		B		A		B		A		B		A		B		A		B

		Old CM2		20		10.5		9.5		6.5		5.5		7		6		1		0		4		3		0.5		0		6		5		2.5		1.5

				25		10.5		9.5		6.5		5.5		7		6		1		0		5		3		0.5		0		6		5		2.5		1.5

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		13		12		7		6		10		9		6.5		5.5		12		11		8.5		7.5

		CM2-Z		20		11		9.5		7		5.5		7.5		6		1.5		0		4		2.5		1		0		6.5		5		3		1.5

				25		10		10		6		6		6.5		6.5		0.5		0.5		3.5		3.5		0		0		5.5		5.5		2		2

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		14		12		8		6		11		9		7.5		5.5		13		11		9.5		7.5





Hoja4

		Series		Bore Size		D-M9#V                      D-A9#V		D-M9#                   D-A9#		D-H7#           D-H7#W         D-H7NF         D-H7BA        D-C7/C8		D-G5NT       D-H7#C      D-B5/B6     D-B59W		D-C73C      D-C80C		D-G39A     D-K39A      D-A3#A		D-A44A

						Hs				Hs		Hs		Hs		Hs		Hs

		Old CM2		20		Not stated in the catalogue		22		22.5		25.5		25		60		69.5

				25				24.5		25		28		27.5		62.5		72

				32				28		28.5		31.5		31		66		75.5

				40				32		32.5		35.5		35		70		79.5

		CM2-Z		20		23.5		22.5		22.5		25.5		25		60		69.5

				25		26		25		25		28		27.5		62.5		72

				32		29.5		28.5		28.5		31.5		31		66		75.5

				40		33.5		32.5		32.5		35.5		35		70		79.5





Hoja5

		Auto-switch		Old CM2								CM2-Z

				20		25		32		40		20		25		32		40

		D-M9#(V)            D-M9#W(V)                     D-A9#(V)		BM2-020   BJ3-1		BM2-025  BJ3-1		BM2-032  BJ3-1		BM2-040  BJ3-1		BM5-020		BM5-025		BM5-032		BM5-040

		D-M9#A(V)		-		-		-		-		BM5-020S		BM5-025S		BM5-032S		BM5-040S

		D-H7#                D-H7#W             D-H7NF              D-H7BA             D-C7/C8             D-C73/C80		BM2-020		BM2-025		BM2-032		BM2-040		BM2-020A		BM2-025A		BM2-032A		BM2-040A

		D-G5NT           D-G5NB             D-G5#/K59         D-G5#W/K59W          D-B5/B6             D-B59W		BA2-020		BA2-025		BA2-032		BA2-040		BA2-020		BA2-025		BA2-032		BA2-040

		D-G39A              D-K39A              D-A3#A               D-A44A		BM3-020		BM3-025		BM3-032		BM3-040		BM3-020		BM3-025		BM3-032		BM3-040
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Auto-switch mounting brackets

20 25 32 40 20 25 32 40
D-M9#(V)            

D-M9#W(V)                     
D-A9#(V)

BM2-020   
BJ3-1

BM2-025  
BJ3-1

BM2-032  
BJ3-1

BM2-040  
BJ3-1 BM5-020 BM5-025 BM5-032 BM5-040

D-M9#A(V)                  - - - - BM5-020S BM5-025S BM5-032S BM5-040S
D-H7#                

D-H7#W             
D-H7NF              
D-H7BA             
D-C7/C8             

D-C73/C80

BM2-020 BM2-025 BM2-032 BM2-040 BM2-020A BM2-025A BM2-032A BM2-040A

  D-G5NT           
D-G5NB             

D-G5#/K59         
D-G5#W/K59W          

D-B5/B6             
D-B59W

BA2-020 BA2-025 BA2-032 BA2-040 BA2-020 BA2-025 BA2-032 BA2-040

D-G39A              
D-K39A              
D-A3#A               
D-A44A

BM3-020 BM3-025 BM3-032 BM3-040 BM3-020 BM3-025 BM3-032 BM3-040

Auto-switch Old CM2 CM2-Z

Mounting brackets changed


Hoja1

		CM2-Z Option		Rubber bumper		Air cushion

		Standard		●		○				●		Released in June'12

		Non-rotating rod		○		○				○		Released in April'13

		Double rod		○		○

		With rod boot		○		○

		Single acting		○

		Air-hydro		○

		Direct mount		○

		Clean series		○		○

		Copper-free		○		○

		Water resistant		○		○

		Smooth type		○

		Low speed		○

		Built-in speed controller		x

		CM2-Z Option		Rubber bumper		Air cushion

		XA		○

		XB6		○

		XB7		○

		XB9		○

		XB12		●

		XC3		●

		XC4		○		○

		XC5		○

		XC6		○		○

		XC8		○		○

		XC9		○

		XC10		○

		XC11		○		○

		XC12		○

		XC13		○

		XC20		●

		XC22		○

		XC25		○

		XC27		○

		XC29		○

		XC30		○

		XC35		○

		XC52		●

		XC58		●

		XC59		●

		XC85		●

		X446		●





Hoja3

		Specification		Old CM2		CM2-Z		Remarks						WA [mm]

		[Basic type]      With rubber bumper         With air cushion		PDU-8Z		CM20Z-PS						Bore size		Old CM2		CM2-Z

				PDU-10Z		CM25Z-PS						20		13		12

				PDU-12LZ		CM32Z-PS		Not interchangeable				25		13		12

				PDU-14LZ		CM40Z-PS		Not interchangeable				32		13		11

		Air-hydro type		HDU-8		CM2H20-PS						40		16		16

				HDU-10		CM2H25-PS

				HDU-12L		CM2H32-PS

				HDU-14		CM2H40-PS

		[Non-rotating type]      With rubber bumper         With air cushion		PDR-8W		CM2K20-PS

				PDR-10W		CM2K25-PS

				PDR-12W		CM2K32-PS

				PDR-14W		CM2K40-PS

		Heat resistant type		DRP-8F		CM220-XB6-PS

				DRP-10F		CM225-XB6-PS

				DRP-12LF		CM232-XB6-PS

				DRP-14LF		CM240-XB6-PS





Hoja2

		Series		Bore Size		D-M9#				D-A9#				D-C7/C8#				D-B5/B6				D-B59W				D-G39A      D-K39A      D-A3#A               D-A44A				D-H7#				D-G5NT

						A		B		A		B		A		B		A		B		A		B		A		B		A		B		A		B

		Old CM2		20		10.5		9.5		6.5		5.5		7		6		1		0		4		3		0.5		0		6		5		2.5		1.5

				25		10.5		9.5		6.5		5.5		7		6		1		0		5		3		0.5		0		6		5		2.5		1.5

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		13		12		7		6		10		9		6.5		5.5		12		11		8.5		7.5

		CM2-Z		20		11		9.5		7		5.5		7.5		6		1.5		0		4		2.5		1		0		6.5		5		3		1.5

				25		10		10		6		6		6.5		6.5		0.5		0.5		3.5		3.5		0		0		5.5		5.5		2		2

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		14		12		8		6		11		9		7.5		5.5		13		11		9.5		7.5





Hoja4

		Series		Bore Size		D-M9#V                      D-A9#V		D-M9#                   D-A9#		D-H7#           D-H7#W         D-H7NF         D-H7BA        D-C7/C8		D-G5NT       D-H7#C      D-B5/B6     D-B59W		D-C73C      D-C80C		D-G39A     D-K39A      D-A3#A		D-A44A

						Hs				Hs		Hs		Hs		Hs		Hs

		Old CM2		20		Not stated in the catalogue		22		22.5		25.5		25		60		69.5

				25				24.5		25		28		27.5		62.5		72

				32				28		28.5		31.5		31		66		75.5

				40				32		32.5		35.5		35		70		79.5

		CM2-Z		20		23.5		22.5		22.5		25.5		25		60		69.5

				25		26		25		25		28		27.5		62.5		72

				32		29.5		28.5		28.5		31.5		31		66		75.5

				40		33.5		32.5		32.5		35.5		35		70		79.5





Hoja5

		Auto-switch		Old CM2								CM2-Z

				20		25		32		40		20		25		32		40

		D-M9#(V)            D-M9#W(V)                     D-A9#(V)		BM2-020   BJ3-1		BM2-025  BJ3-1		BM2-032  BJ3-1		BM2-040  BJ3-1		BM5-020		BM5-025		BM5-032		BM5-040

		D-M9#A(V)		-		-		-		-		BM5-020S		BM5-025S		BM5-032S		BM5-040S

		D-H7#                D-H7#W             D-H7NF              D-H7BA             D-C7/C8             D-C73/C80		BM2-020		BM2-025		BM2-032		BM2-040		BM2-020A		BM2-025A		BM2-032A		BM2-040A

		D-G5NT           D-G5NB             D-G5#/K59         D-G5#W/K59W          D-B5/B6             D-B59W		BA2-020		BA2-025		BA2-032		BA2-040		BA2-020		BA2-025		BA2-032		BA2-040

		D-G39A              D-K39A              D-A3#A               D-A44A		BM3-020		BM3-025		BM3-032		BM3-040		BM3-020		BM3-025		BM3-032		BM3-040
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Auto-switch proper mounting location (except single acting)

Different dimensions

A B A B A B A B A B A B A B A B
20 10,5 9,5 6,5 5,5 7 6 1 0 4 3 0,5 0 6 5 2,5 1,5
25 10,5 9,5 6,5 5,5 7 6 1 0 5 3 0,5 0 6 5 2,5 1,5
32 11,5 10,5 7,5 6,5 8 7 2 1 5 4 1,5 0,5 7 6 3,5 2,5
40 17,5 15,5 13,5 11,5 13 12 7 6 10 9 6,5 5,5 12 11 8,5 7,5

20 11 9,5 7 5,5 7,5 6 1,5 0 4 2,5 1 0 6,5 5 3 1,5
25 10 10 6 6 6,5 6,5 0,5 0,5 3,5 3,5 0 0 5,5 5,5 2 2
32 11,5 10,5 7,5 6,5 8 7 2 1 5 4 1,5 0,5 7 6 3,5 2,5
40 17,5 15,5 13,5 11,5 14 12 8 6 11 9 7,5 5,5 13 11 9,5 7,5

D-H7#

Old CM2

CM2-Z

D-G5NTD-C7/C8# D-B5/B6 D-B59W

D-G39A      
D-K39A      
D-A3#A               
D-A44A

Series Bore 
Size

D-M9# D-A9#


Hoja1

		CM2-Z Option		Rubber bumper		Air cushion

		Standard		●		○				●		Released in June'12

		Non-rotating rod		○		○				○		Released in April'13

		Double rod		○		○

		With rod boot		○		○

		Single acting		○

		Air-hydro		○

		Direct mount		○

		Clean series		○		○

		Copper-free		○		○

		Water resistant		○		○

		Smooth type		○

		Low speed		○

		Built-in speed controller		x

		CM2-Z Option		Rubber bumper		Air cushion

		XA		○

		XB6		○

		XB7		○

		XB9		○

		XB12		●

		XC3		●

		XC4		○		○

		XC5		○

		XC6		○		○

		XC8		○		○

		XC9		○

		XC10		○

		XC11		○		○

		XC12		○

		XC13		○

		XC20		●

		XC22		○

		XC25		○

		XC27		○

		XC29		○

		XC30		○

		XC35		○

		XC52		●

		XC58		●

		XC59		●

		XC85		●

		X446		●





Hoja3

		Specification		Old CM2		CM2-Z		Remarks

		[Basic type]      With rubber bumper         With air cushion		PDU-8Z		CM20Z-PS

				PDU-10Z		CM25Z-PS

				PDU-12LZ		CM32Z-PS		Not interchangeable

				PDU-14LZ		CM40Z-PS		Not interchangeable

		Air-hydro type		HDU-8		CM2H20-PS

				HDU-10		CM2H25-PS

				HDU-12L		CM2H32-PS

				HDU-14		CM2H40-PS

		[Non-rotating type]      With rubber bumper         With air cushion		PDR-8W		CM2K20-PS

				PDR-10W		CM2K25-PS

				PDR-12W		CM2K32-PS

				PDR-14W		CM2K40-PS

		Heat resistant type		DRP-8F		CM220-XB6-PS

				DRP-10F		CM225-XB6-PS

				DRP-12LF		CM232-XB6-PS

				DRP-14LF		CM240-XB6-PS





Hoja2

		Series		Bore Size		D-M9#				D-A9#				D-C7/C8#				D-B5/B6				D-B59W				D-G39A      D-K39A      D-A3#A               D-A44A				D-H7#				D-G5NT

						A		B		A		B		A		B		A		B		A		B		A		B		A		B		A		B

		Old CM2		20		10.5		9.5		6.5		5.5		7		6		1		0		4		3		0.5		0		6		5		2.5		1.5

				25		10.5		9.5		6.5		5.5		7		6		1		0		5		3		0.5		0		6		5		2.5		1.5

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		13		12		7		6		10		9		6.5		5.5		12		11		8.5		7.5

		CM2-Z		20		11		9.5		7		5.5		7.5		6		1.5		0		4		2.5		1		0		6.5		5		3		1.5

				25		10		10		6		6		6.5		6.5		0.5		0.5		3.5		3.5		0		0		5.5		5.5		2		2

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		14		12		8		6		11		9		7.5		5.5		13		11		9.5		7.5





Hoja4

		Series		Bore Size		D-M9#(V)          D-M9#W(V)       D-M9A#(V)             D-A9#V		D-A9#(V)		D-C7/C8  D-C73C       D-C80C		D-B5/B6		D-B59W		D-G39A     D-K39A      D-A3#A               D-A44A		D-H7#      D-H7#W     D-H7#NF    D-H7#BA                       D-C7#/C8#		D-G5/K5    D-G5NT       D-G5#W    D-G59F     D-K59W    D-H7C        D-B5/B6    D-G5BA      D-B59W

						Hs		Hs		Hs		Hs		Hs		Hs		Hs		Hs

		Old CM2		20		24		24		27		27.5		27.5		27		24.5		27.5

				25		26.5		26.5		29.5		30		30		29.5		27		30

				32		30		30		33		33.5		33.5		33		30.5		33.5

				40		34.5		34.5		37.5		38		38		37.5		35		38

		CM2-Z		20		25.5		24.5		27		27.5		27.5		27		24.5		27.5

				25		28		27		29.5		30		30		29.5		27		30

				32		31.5		30.5		33		33.5		33.5		33		30.5		33.5

				40		36		35		37.5		38		38		37.5		35		38
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Auto-switch mounting height

Different dimensions

D-M9#V                      
D-A9#V

D-M9#                   
D-A9# 

D-H7#           
D-H7#W         
D-H7NF         
D-H7BA        
D-C7/C8

D-G5NT       
D-H7#C      
D-B5/B6     
D-B59W

D-C73C      
D-C80C

D-G39A     
D-K39A      
D-A3#A               

D-A44A

Hs Hs Hs Hs Hs Hs
20 22 22,5 25,5 25 60 69,5
25 24,5 25 28 27,5 62,5 72
32 28 28,5 31,5 31 66 75,5
40 32 32,5 35,5 35 70 79,5

20 23,5 22,5 22,5 25,5 25 60 69,5
25 26 25 25 28 27,5 62,5 72
32 29,5 28,5 28,5 31,5 31 66 75,5
40 33,5 32,5 32,5 35,5 35 70 79,5

CM2-Z

Not stated in 
the catalogue

Series Bore Size

Old CM2


Hoja1

		CM2-Z Option		Rubber bumper		Air cushion

		Standard		●		○				●		Released in June'12

		Non-rotating rod		○		○				○		Released in April'13

		Double rod		○		○

		With rod boot		○		○

		Single acting		○

		Air-hydro		○

		Direct mount		○

		Clean series		○		○

		Copper-free		○		○

		Water resistant		○		○

		Smooth type		○

		Low speed		○

		Built-in speed controller		x

		CM2-Z Option		Rubber bumper		Air cushion

		XA		○

		XB6		○

		XB7		○

		XB9		○

		XB12		●

		XC3		●

		XC4		○		○

		XC5		○

		XC6		○		○

		XC8		○		○

		XC9		○

		XC10		○

		XC11		○		○

		XC12		○

		XC13		○

		XC20		●

		XC22		○

		XC25		○

		XC27		○

		XC29		○

		XC30		○

		XC35		○

		XC52		●

		XC58		●

		XC59		●

		XC85		●

		X446		●





Hoja3

		Specification		Old CM2		CM2-Z		Remarks

		[Basic type]      With rubber bumper         With air cushion		PDU-8Z		CM20Z-PS

				PDU-10Z		CM25Z-PS

				PDU-12LZ		CM32Z-PS		Not interchangeable

				PDU-14LZ		CM40Z-PS		Not interchangeable

		Air-hydro type		HDU-8		CM2H20-PS

				HDU-10		CM2H25-PS

				HDU-12L		CM2H32-PS

				HDU-14		CM2H40-PS

		[Non-rotating type]      With rubber bumper         With air cushion		PDR-8W		CM2K20-PS

				PDR-10W		CM2K25-PS

				PDR-12W		CM2K32-PS

				PDR-14W		CM2K40-PS

		Heat resistant type		DRP-8F		CM220-XB6-PS

				DRP-10F		CM225-XB6-PS

				DRP-12LF		CM232-XB6-PS

				DRP-14LF		CM240-XB6-PS





Hoja2

		Series		Bore Size		D-M9#				D-A9#				D-C7/C8#				D-B5/B6				D-B59W				D-G39A      D-K39A      D-A3#A               D-A44A				D-H7#				D-G5NT

						A		B		A		B		A		B		A		B		A		B		A		B		A		B		A		B

		Old CM2		20		10.5		9.5		6.5		5.5		7		6		1		0		4		3		0.5		0		6		5		2.5		1.5

				25		10.5		9.5		6.5		5.5		7		6		1		0		5		3		0.5		0		6		5		2.5		1.5

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		13		12		7		6		10		9		6.5		5.5		12		11		8.5		7.5

		CM2-Z		20		11		9.5		7		5.5		7.5		6		1.5		0		4		2.5		1		0		6.5		5		3		1.5

				25		10		10		6		6		6.5		6.5		0.5		0.5		3.5		3.5		0		0		5.5		5.5		2		2

				32		11.5		10.5		7.5		6.5		8		7		2		1		5		4		1.5		0.5		7		6		3.5		2.5

				40		17.5		15.5		13.5		11.5		14		12		8		6		11		9		7.5		5.5		13		11		9.5		7.5





Hoja4

		Series		Bore Size		D-M9#V                      D-A9#V		D-M9#                   D-A9#		D-H7#           D-H7#W         D-H7NF         D-H7BA        D-C7/C8		D-G5NT       D-H7#C      D-B5/B6     D-B59W		D-C73C      D-C80C		D-G39A     D-K39A      D-A3#A		D-A44A

						Hs				Hs		Hs		Hs		Hs		Hs

		Old CM2		20		Not stated in the catalogue		22		22.5		25.5		25		60		69.5

				25				24.5		25		28		27.5		62.5		72

				32				28		28.5		31.5		31		66		75.5

				40				32		32.5		35.5		35		70		79.5

		CM2-Z		20		23.5		22.5		22.5		25.5		25		60		69.5

				25		26		25		25		28		27.5		62.5		72

				32		29.5		28.5		28.5		31.5		31		66		75.5

				40		33.5		32.5		32.5		35.5		35		70		79.5
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