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New IDG series
Membrane air dryer



S
W

IT
C

H
O

V
E

R
-D

O
C

U
M

E
N

T
 

Improved features and related benefits

FEATURE: purge air flow rate has been reduced by up to 31%.
CUSTOMER BENEFIT: operating cost savings

FEATURE: Reduced total length.
CUSTOMER BENEFIT:  Space saving and more comfortable 
maintenance

FEATURE: Time to reach the rated dew point is reduced by 
up to 40% for the -60ºC dew point models.
CUSTOMER BENEFIT:  cost reduction and contribution to 
improved productivity.

FEATURE: External colour changed to urban white.
CUSTOMER BENEFIT:  Contribution to an improved external appearance.

New IDG Old IDG
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Technical details

�Refreshed models

-20ºC -15ºC -40ºC -60ºC
- H L S

IDG1 ○ - - -
IDG3 ○ ○ - -
IDG5 ○ ○ - -
IDG10 ○ ○ - -
IDG20 ○ ○ - -
IDG30 ● ● ● -
IDG50 ● ● ● -
IDG60 ○ ○ ● ●

IDG75 ○ ○ ● ●

IDG100 ○ ○ ● ●

Model
Dew point

Existing model (will continue to be supplied)

Refreshed model
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Technical details

�General specifications

IDG30 IDG50 IDG60 IDG75 IDG100 IDG30A IDG50A IDG60A IDG75A IDG100A

Inlet air flow rate [L/min(ANR)] 375 625 725 900 1190 360 586 - - -
Outlet air flow rate [L/min(ANR)] 300 500 600 750 1000 300 500 - - -
Purge air flow rate [L/min(ANR)] 75 125 125 150 190 60 86 - - -
Weight [Kg] 0.74 0.77 1.50 1.50 1.55 0.78 0.81 - - -
Inlet air flow rate [L/min(ANR)] 335 560 665 830 1110 329 550 - - -
Outlet air flow rate [L/min(ANR)] 300 500 600 750 1000 300 500 - - -
Purge air flow rate [L/min(ANR)] 35 60 65 80 110 29 50 - - -
Weight [Kg] 0.74 0.77 1.50 1.50 1.55 0.78 0.81 - - -
Inlet air flow rate [L/min(ANR)] 100 150 227 320 400 93 135 224 308 400
Outlet air flow rate [L/min(ANR)] 75 110 170 240 300 75 110 170 240 300
Purge air flow rate [L/min(ANR)] 25 40 57 80 100 18 25 54 68 100
Weight [Kg] 0.74 0.77 1.50 1.65 1.80 0.78 0.81 1.56 1.69 1.82
Inlet air flow rate [L/min(ANR)] - - 77 154 235 - - 75 140 230
Outlet air flow rate [L/min(ANR)] - - 50 100 150 - - 50 100 150
Purge air flow rate [L/min(ANR)] - - 27 54 85 - - 25 40 80
Weight [Kg] - - 1.50 1.65 1.80 - - 1.56 1.69 1.82

Inlet air temperature [ºC]
Inlet air pressure [MPa]

1 L/min (ANR) (for inlet pressure 0.7MPa) 1 L/min (ANR) (for inlet pressure 0.7MPa)Dew point indicator purge air flow rate

Ambient temperature [ºC]
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Different specifications
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Technical details

�Dimensional changes

Maintenance space 100mm or more

Different dimensions

Model Old IDG New IDG Old IDG New IDG
IDG30, 30H, 30L 293 291 271 269
IDG50, 50H, 50L 337 330 315 308
IDG60, 60H
IDG75, 75H, 100, 100H
IDG60L, 60S 392 348 370 326
IDG75L, 75S 472 418 450 396
IDG100L, 100S 542 483 520 461

B D

352 - 330 -


