
S
W

IT
C

H
O

V
E

R
-D

O
C

U
M

E
N

T
 

V100 series
3 port solenoid valve
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Improved features and related benefits

VQ100 V100

FEATURE: Power consumption is reduced from 1 W to 0,35 W (and from 0,5W to 
0,1W in the low power consumption type) 
CUSTOMER BENEFIT: Reduction of operational costs.
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Technical details

�Specifications

N. C. N. O. N. C. N. O. N. C. N. O.

0,7 MPa 0,5 MPa 0,7 MPa 0,7 MPa 0,7 MPa 0,7 MPa
C [dm³/(s.bar )] 0,055 0,04 0,037 0,054 0,076 0,099

b 0,22 0,11 0,11 0,35 0,07 0,23
Cv 0,014 0,009 0,008 0,015 0,016 0,024

C [dm³/(s.bar )] 0,083 0,044 0,054 0,037 0,099 0,076
b 0,28 0,3 0,35 0,11 0,23 0,07

Cv 0,021 0,011 0,015 0,008 0,024 0,016
2 → 3

Flow 
characteristics

Power consumption

V100 - large flow type

1 W 0,35 W 1 W

VQ100 - standard V100 - standard

Maximum operating pressure

1 → 2

�Product variations
Old model Recommended new model Notes
VQ110 - standard V114 - standard or V114A - large flow type
VQ110Y - low wattage (0,5 W) V114 - standard
VQ120 Normally open (0,5 Mpa) V124 - standard
VQ110H - High pressure (0,8 MPa; 1,5W) V114 - standard (0,7 MPa; 0,35W)
VQ110U - Large flow - VQ100 is still available
VQ110L / VQ110N - Latching - VQ100 is still available
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Technical details

�Dimensional changes

Dimensions are different and there 
is no mounting interchageability.

Manifold versions have all different 
dimension and there is no 
mounting interchangeability either.

Locking style manual override

(VQ100)     
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2 – Ø J

A
A

D
A AA B C D E F G H I J

VQ100 30,7 28 18,1 29,2 11 12 12,4 14,8 9,7 5 2,7
V100 30,8 25,1 19 28,5 11,4 13 13 15,5 9,5 5,7 2,6

[mm]   (standard type, grommet type, DC voltage)


